SEWER BRANCH

VALVE BOX

CHECK VALVE

NOTE:

WYES, BENDS, CAPS AND OTHER FITTINGS,
AS WELL AS PRESSURE SEWER LATERAL
PIPING, SHALL BE POSITIVELY RESTRAINED
TO WITHSTAND 150 P.S.I. PRESSURE.
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STANDARD CURB BOX ‘OR VACVE BOX. LENGTH
ADJUSTABLE GENERALLY 34”—54" OR 36”"—60”. BASE
\zcmﬂ HAVE A DOGHOUSE SO THE VALVE OR CURB
_ BOX WILL BE SUPPORTED ON THE PATIO BLOCK AND
iy NOT CONTACT THE PIPE OR VALVE
\“ ACTUATOR — SEE SPECIFICATIONS FOR
TRACER WIRE “ QUANTITY TO BE PROVIDED
PIPING “ — SHUT—OFF VALVE SAME SIZE AS THE PIPE
1
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TRANSITION ADAPTORS

16”X16" OR 18"x18” PATIO BLOCK

DRAWING NOT TO SCALE

THIS PRINT IS AND CONTAINS PROPRIETARY INFORMATION OWNED EXCLUSIVELY
BY CRANE PUMPS & SYSTEMS, INC. THIS RESTRICTION INCLUDES, BUT IS NOT
LIMITED TO THE CONDITION THAT THIS PRINT WILL ONLY BE USED AS A RECORD
OR TO IDENTIFY OR INSPECT PARTS OR FOR OTHER INFORMATION PURPOSES,
AND WILL NOT BE USED TO MANUFACTURE OR PROCURE THE MANUFACTURE OF
THE PARTS SHOWN IN THIS PRINT BY ANY OTHER SOURCE THAN CRANE PUMPS &
SYSTEMS, INC.

THIS DRAWING IS APPROVED FOR UNCONTROLLED
DISTRIBUTION

AS ARESULT OF BARNES CONSTANT PRODUCT IMPROVEMENT
PROGRAM, PRODUCT CHANGES MAY OCCUR. AS SUCH, BARNES
RESERVES THE RIGHT TO CHANGE PRODUCT WITHOUT PRIOR
WRITTEN NOTIFICATION

WWW.BARNESPUMPS.COM
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